
• 2 Megapixe Resolution (1920 x 1080)
• Motorized 5-50mm Lens with 10x Zoom
• True Day/Night
• 328’ Smart IR Distance
• Up The Cable (UTC) Function (TVI Only)
• IP66 Weather Resistant 
• Withstand up to -40˚F Operation
• 12VDC Operation
• Through InVid Tech DVR: Free App, CMS & MAC Client
• TAA & NDAA Compliant

Image Sensor 1/3" Sony CMOS Image Sensor

Scanning System Progressive

Resolution 1920 (H) x 1080 (V) 

Pan/Tilt Range Pan: 0°~220°, Tilt: ~45°~40°

Pan/Tilt Speed Pan: 0~30°/s, Tilt: 0~25°/s

Number of Presets 220

Lens X10 (5.0mm~50mm) Zoom Lens

Iris F1.6 ~ F1.8

Min. Illumination COLOR: 0.1 Lux, IR LED ON: 0 Lux

Backlight  
Compensation BLC

Day & Night EXT / AUTO / COLOR / B/W

Control UTC

White Balance INDOOR / OUTDOOR / AUTO / MANUAL

IR LED Laser LED 2pcs / Array IR LED 4pcs

IR distance Up to 328’ (100m)

S/N Ratio More than 50dB (AGC OFF)

HD Format TVI

Supply Voltage DC 12V / 3A ±10%

Dimensions (Ø) X (H) 12 x 7.2 in (306  X 184mm)

Weight Approx. 2.9lbs (1.32Kg)

Indoor / Outdoor Outdoor (IP66)

Operating  
Temperature -40˚ - 140˚F (-40˚ - 60˚C) / < 90% RH

Ordering Information
PAR-C2PTZBXIRA550I: 2 Megapixel Bullet, 5-50mm

PAR-C2PTZBXIRA550
2 Megapixel Outdoor PTZ Bullet, 5-50mm Motorized Pan Tilt 
Zoom, Up to 328’ IR Range, 12VDC, TVI Only 
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