
VIS-P4TXIR28NH-2WAY

VIS-P4BXIR28NH-2WAY

VIS-P4TXIR28NH-LC2

VIS-P8BXIR28NH-LC

VIS-P5DRXIR28NH-LC

VIS-P5DRXIR4NH-LC

VIS-P8DRIR28NH-LC

VIS-P4TXIR28NH-LC

VIS-P5TXIR28NH-LC

VIS-P8TXIR28NH-LC2

VIS-P5BXIRA2812NH-LC

VIS-P5DRXIRA2812NH-LC

VIS-P4BXIR28NH

VIS-P5BXIR28NH

VIS-P4DRXIR28NH

VIS-P5DRIR28NH

VIS-P4TXIR28NH2

4MP

4MP

4MP

8MP

5MP

5MP

8MP

4MP

5MP

8MP

5MP

5MP

4MP

5MP

4MP

5MP

4MP

�

2.8mm, Fixed

2.8mm, Fixed

2.8mm, Fixed

2.8mm, Fixed

2.8mm, Fixed

4.0mm, Fixed

2.8mm, Fixed

2.8mm, Fixed

2.8mm, Fixed

2.8mm, Fixed�

2.8mm, Fixed

2.8mm, Fixed

2.8mm, Fixed

2.8mm, Fixed

2.8mm, Fixed

  2.8-12mm, 
Motorized

  2.8-12mm, 
Motorized
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●
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/

●
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IR (98ft), UMD

IR (164ft), Starlight, UMD

IR (164ft), UMD

IR (131ft), UMD

IR (131ft), Starlight, UMD, SIP, 
Face capture, People Counting

ECO 
Two Way Audio�

ECO Series 

Starlight 
with AI Series

IR (98ft), White light, TWO WAY AUDIO

IR (98ft), Starlight, UMD

Series Appearence Model NO. Res. Lens Mic Features MountsSpeaker

IVM-JB2
IVM-DRWM6

IVM-JB2
IVM-DRWM6

IVM-JB2
IVM-DRWM6

IVM-JB5

IVM-JB5

IVM-JB3
IVM-DRWM5

IVM-JB9

IVM-JB2
IVM-DRWM6

IVM-JB2
IVM-DRWM6

IVM-JB2
IVM-DRWM6

IVM-JB2
IVM-DRWM6

IVM-JB2
IVM-DRWM6

IVM-JB2
IVM-DRWM6

IVM-JB9

IVM-JB2
IVM-DRWM6

IVM-JB9

IVM-JB2
IVM-DRWM6

InVid Vision Product Guide

IR (98ft), Alarm and Audio interface, 
Starlight, UMD, SIP, Face capture, 

People Counting

IR (98ft), Starlight, UMD, SIP, Face 
capture, People Counting

Pricing



2.7 ~ 13.5mm
F1.2, Motorized

2.8~ 12mm
F1.6, Motorized

2.7 ~ 13.5mm
F1.2, Motorized

2.8~ 12mm
F1.6, Motorized

2.7 ~ 13.5mm
F1.2, Motorized

2.8-12mm
F1.6, Motorized

6.5-143mm, 
Motorized

4.0mm, 
Fixed, F1.0

Starlight 
with AI Series

Two Way 
Audio Active 
Deterrence

Project 
Series

IR (98ft)+White Light (98ft), 
Starlight, UMD, SIP, Face capture,

People Counting, Active Deterence

IR (66ft), 180° wide view, UMD, 
SIP, Face capture, People Counting

IR (98ft), Starlight, UMD, 
SIP, Face capture, People Counting

IR (131ft), Starlight, UMD, 
SIP, Face capture, People Counting

Series Appearence Model NO. Res. Lens Mic FeaturesSpeaker Mounts

VIS-P5DRXIRA27135NH
VIS-P5DRXIRA27135NHB

VIS-P5BXIRA27135NH
VIS-P5BXIRA27135NHB

VIS-P4DRXIRA27135NH 4MP 2.7 ~ 13.5mm
F1.2, Motorized
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●
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IVM-JB2
IVM-DRWM6

IVM-JB8

IVM-JB8

IVM-JB1A
IVM-DRWM1

IVM-JB1A
IVM-DRWM1

IVM-JB1A
IVM-DRWM1

IVM-JB3
IVM-DRWM5

IVM-JB3
IVM-DRWM5
IVM-JB2
IVM-DRWM6

IVM-JB9

IVM-JB2
IVM-DRWM6

IVM-JB2
IVM-DRWM6

IVM-JB9

IVM-JB2
IVM-DRWM6

IVM-JB8

IVM-JB8

IVM-JB3
IVM-DRWM5

IVM-JBPAN
IVM-DRWM1

IR (164ft), Alarm and Audio 
interface, Starlight, UMD, SIP, Face 

capture, People Counting

IR (131ft), Alarm and Audio 
interface, Starlight, UMD, SIP, Face 

capture, People Counting

IR (131ft), Alarm and Audio 
interface, Starlight, UMD, SIP, Face 

capture, People Counting

IR (98ft), Audio interface, Starlight, 
UMD, SIP, Face capture, 

People Counting

White Light (98ft), Alarm and Audio 
interface, 24/7 Color View, 

Dual-lens, Human Body Detection

IP(492.1 ft), Alarm and Audio 
interface, SIP, Face capture, 

People Counting, Built-in heater

IR (33ft), Alarm and Audio 
interface, Heat Map

IR (49ft), Alarm and Audio interface, 
SIP, Heat Map, Bulit-in Dewarping

VIS-P5TXIR28NH

VIS-P8BXIRA2812NH

VIS-P8DRXIRA2812NH

VIS-P5TXIRA27135NH

VIS-P8TXIRA2812NH

VIS-P4LIRA28NH

VIS-P8BXIR28NH-AIWL

VIS-P4TXIR28NH-AIWLT

VIS-P8TXIR28NH-AIWLT

VIS-P5BXIR180NH-AI

VIS-P5TXIR180NH-AI

VIS-P4MULTI160-WL

VIS-P4BXIRA65143NH

VIS-P5PANNH

VIS-P12PANNH

5MP

5MP

8MP

5MP

8MP

5MP

8MP

4MP

8MP

4MP

8MP

5MP

5MP

4MP

4MP

5MP

12MP

2.7 ~ 13.5mm
F1.2, Motorized ● /

IVM-JB3
IVM-DRWM5VIS-P4TXIRA27135NH 4MP

1.8mm, Fixed

1.4mm

1.68mm, Fixed

1.68mm, Fixed

2.8mm, Fixed

2.8mm, Fixed

2.8mm, Fixed

2.8mm, Fixed

2.8mm, Fixed

VIS-P4BRXIRA27135NH 4MP 2.7 ~ 13.5mm
F1.2, Motorized

/ IVM-JB8/

IR (131ft), Alarm and Audio 
interface, Starlight, UMD, SIP, Face 

capture, People Counting
IR (164ft), Alarm and Audio 

interface, Starlight, UMD, SIP, Face 
capture, People Counting

Pricing



VIS-P5DIPTZXIR27135NH

VIS-P5PTZXIR2812NH

VIS-P4PTZ25XIRNH-AI

VIS-P4PTZ25DUALNH-AIWLT

VIS-P2PTZXIR33NH

VIS-P4PTZ33XNH-AI

VIS-P8PTZXIR25XNH-AI

5MP

5MP

4MP

4MP

2MP

4MP

8MP

5X

4X

25X

25X

33X

33X

25X

●

●

/

/

/

/

/

PTZ

Series Appearence Model NO. Res. Lens Mic Features MountsSpeaker Audio Alarm I/O

IR (328ft),  Dual-lens, Lighthunter, 

warm light, SIP, People counting

Auto Tracking (Lens 2)

LightHunter, SIP, Auto-tracking, 

People counting

IR (656ft), LightHunter, SIP, 

Auto-tracking, People counting

Series Appearence Model NO. Res. Lens Mic Features Back Box/Wall MountSpeaker

 

 

Appearance Model NO. Video Input Decoding AbililtyPoE FeatureResolutionHDD Incoming
Bandwidth�

Appearance Model NO. Video Input Decoding Abililty FeatureResolutionHDD Incoming
Bandwidth�

1 HDD�

Audio 
In/Out

Alarm 
In/Out

Analog Camera types�

VIS-D1B-8

VIS-D1B-16

Support AHD, TVI input: 
5MP@12, 4MP@15, 1080P@30, 720P@30
Support CVI input: 1080P@30, 720P@30

Support CVBS input, Lite Only�

Analog: 
2x 5MP Lite@12, 2x 4MP Lite@15, 2x 1080P@15

IP: 1x 4MP@30, 2x 1080P@30�

Analog: 
8x 5MP Lite@6, 8x 4MP Lite@8, 8x 1080PLite@12

IP: 1 x 8MP@30, 2x 4MP@30, 4x 1080P@30�

UMD, AOC 
(only for 

TVI cameras)�
5MP

5MP

40Mbps

56Mbps
UMD, AOC 

(only for 
TVI cameras)�

8-ch, BNC, 

4-ch, IP

16-ch, BNC,

8-ch, IP

4-ch

8-ch

16-ch

8-ch

32-ch

32-ch

64-ch

128-ch

4-ch

8-ch

16-ch

8-ch

16-ch

N/A

N/A

N/A

1 HDD

2 HDD

2 HDD

2 HDD

4 HDD

4 HDD

16 HDD

16 HDD

1/1

1/1

1/1

1/1

1/1

1/1

1/1

1/1

N/A

4/1

8/2

8/2

16/4

16/4

24/8

24/8

80Mbps

160Mbps

320Mbps

320Mbps

160Mbps

384Mbps

384Mbps

512Mbps

4K

4K

12MP

12MP

4K

12MP

12MP

12MP

4 x 4K@30
16 x 1080P@30
36 x 720p @30

64 x D1 @30
(Up to 128, Additonal 64, 

Using INVID-DC5601 Decoder)

2 x 4K@30
4 x 4MP@30

8 x 1080P@30�

1 x 12MP@30
2 x 4K@30

5 x 4MP@30
10 x 1080P@30

�

2 x 4K@30
4 x 4MP@30 

8 x 1080P@30�

SIP

 HDMI and VGA simultaneous output�

SIP, UMD, LPR, POS, RAID,Fisheye dewarping

VGA and HDMI asynchronous output�

SIP, UMD

  HDMI and VGA simultaneous output �

SIP, UMD, LPR, RAID, Fisheye dewarping

HDMI1、 HDMI2、VGA asynchronous output 

（HDMI audio output is not supported）�

IVM-JB3
IVM-DRWM5

IVM-JB8

IVM-PTZWALL1
IVM-PTZWALL2
IVM-JB6

IVM-PTZWALL1
IVM-PTZWALL2
IVM-JB6

IVM-PTZWALL1
IVM-PTZWALL2
IVM-JB6

IVM-PTZWALL1
IVM-PTZWALL2
IVM-JB6

IVM-PTZWALL1
IVM-PTZWALL2
IVM-JB6

InVid Vision Product Guide
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IR (164ft), Lighthunter, Active deterrence, 
SIP, Dual-way talk, Auto-tracking

IR (328ft),  Lighthunter, SIP, 
Auto-tracking

/

/

1/1

1/1

1/1

1/1

1/1 2/1

2/1

2/1

2/1

1/1

/

7/2

/

IR (98ft), SIP, Dual-way talk

IR (429ft), SIP, Auto-tracking

VN2A-128

VN2A-64

VN2A-32

VN2A-32X16

VN2A-16X16

VN3A-8X8

VN3A-16X16

VN2A-8X8

VN2A-4X4

4 HDD 16-ch 16-ch 1/1 16/4 160Mbps 4K

2 x 4K@30
4 x 4MP@30 

8 x 1080P@30�

SIP, UMD

  HDMI and VGA simultaneous output �

 4 x 4K@30
8 x 4MP@30
 9 x 4MP@25

16 x 1080p@30�

Pricing

Pricing

Pricing


